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FEATURE PERFORMANCE
5,56x45 

888 mm (34,9") ca
806 mm (317") ca
78 mm (3,07") ca
3,3 kg (116 oz) ca

11,5" - 14,5" - 16"
1/7
1/2" x 28
Short stroke piston
Front access for easy disassembling/cleaning with use of no tools
2 Positions (Normal and Suppressed)
Non reciprocating / T Lever
Ambidextrous controls
Magazine release button protected against impacts 
S/1/R positions (2-3 rnds burst mode option available)
Two / Single stage options available
M4/M16 stock interface
Telescopic
Foldable (optional)
QD sling attachment
Upper full length Picatinny Rails (Stanag 4694) 
M-LOK® lateral and lower handguard intefaces 
Full disassembly without tools
Lubricant "free"
Captive pins

CALIBER
WEIGHTS / DIMENSIONS
Maximum lenght with extended stock (14,5" barrel) 
Maximum lenght with collapsed stock (14,5" barrel)
Width of ri�e
Weight of weapon (with empty polymer magazine)
BARREL
Standard Lenghts
Twist rate 
Muzzle thread

GAS SYSTEM

CHARGING HANDLE

CONTROLS

TRIGGER

BUTTSTOCK

INTERFACES

MAINTENANCE


